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General Motors Pre-Delivery Inspection 
Procedure for Passenger Cars and 
Light Duty Trucks 
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DEALER/RETAILER CODE 2 | |- E E a 
Repair Order # 


For proper fluid levels, equipment operation, specifications and procedures, refer to the appropriate 
owner’s manual, service manual and service bulletins. 


Deficiencies must be called to Service Management's attention. 


Check (v) each box upon completion. 


J] ROAD TEST 


Drive on a legal roadway with road conditions 


- permitting evaluation for squeaks, rattles and 


wind noise. Before, during and after this test, 
check all standard equipment, options and 
accessories for proper operation, as applicable: 


BEFORE 


; 
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SI LE ETE l‘ 
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Seat belts: material and operation 

Steering ignition lock and switch 

Neutral start safety switch 

Tilt steering wheel/column 

Power accessories: seats (includes heat and 
lumbar systems), mirrors, sunroof and antenna 
Displays, gauges, lights (head, driving/fog, tail, 
parking, turning, reverse, running, brake and 
hazard 7 


Horn 


PN 10288095 


f INSPECT, PERFORM, VERIFY PROPER OPERATION, ASSEMBLY AND ROUTING OF THE FOLLOWING: J 


DURING 
è Radio, cassette and CD player (Regular, 


steering wheel and rear controls) 
Clutch 
Engine, transmission/transaxle, transfer case 


performance (4WD-Electronic/manual, AWD) 7 


Electronic compass- 

Turn signal — canceling 

Steering wheel — center position 

Wipers, delay and washers (front and rear) 
Speed control : Se 
Brakes: Vehicle, ABS operation, warning lights 


Traction control system 


Ride control system 
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-œ All warning/theft systems 
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- Set clock to local time 

e Door and power window lockouts 

e Twilight Sentinel 

e Electrochromic mirrors 

e Cigar lighter(s) 

e Vanity mirror(s) 

e Front/rear heat, defrost, climate control and A/C 


e Vehicle leveling system 


e Removable top/panel, convertible top 


e Folding rear seat(s) 


_¢ Parking brake 


-] UNDER HOOD 


e Remote hood release, latch and hood 
safety latch 


e Engine compartment light 

e Engine accessories and drives 

e Hoses, lines, cables and wire attachments are 
free of kinks and clear of any moving/hot parts 


e Hoses, pipes, fittings, seals, gaskets and plugs 
for seepage 

e Delco battery “green eye” visible 

e Fluid levels; add as required 


1 BODY/CHASSIS 


e Interior, compartment, cargo and trunk lights 
e Child Comfort Guide — elastic cord visible 


CERTIFICATION 


¢ Fuel door and locking cap, deck lid, tailgate, 
tire carrier, hatches, access panels, doors, locks, 

_ keys and keyless entry system (program, if 
applicable) 7 

e Road hazard equipment and cargo net/cover 

e Adjust tires, including spare, to specified 

pressure a 

Install loosely shipped parts, such as antenna, 

wheel covers, luggage rack, mirrors, etc. 


¢ Torque lug nuts on trucks with dual rear wheels 


1 UNDER VEHICLE 

e Underbody, drivetrain, suspension, skid plates, 
exhaust system, lines, linkages and hoses 

e Fuel system, brake system and oil cooler lines 
for leaks 


| APPEARANCE 


e Interior: remove protective coverings. Clean as 
required: seats, headliner, visors, kick panels, 
carpets, console, instrument panel, moldings 
and hard trim = 

Install floor mats, fender skirts and door edge 
guards, if equipped 


Fit/retention of parts such as bumpers, 
moldings, grill, emblems 

e Remove protective films, other protective 
shipping materials 

Aim headlights (Upfitted vehicles only) 

e Thorough exterior wash and dry 


Exterior finish: detailed cleaning; remove any 
overspray, sealer, etc.; touch up paint as needed 


| certify that this Pre-Delivery Inspection has been completed by: 


Technician 
(Print Name) 


Service Manager 


- (Signature) 


_ Date SSA GE 


FILE WITH REPAIR ORDER 


